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DIP Meter vs the Test Separator 

DIP MPFM
0.4m x 1.2m

** One DIP MPFM measuring four Wells ** 

Facility: 

Innovation & Clean-Technology: 

Production: 

DIP MPFM 
0.4m x 1.2m 

No manual water-cut sampling 

Non-Intrusive: easily Calibrated & Installed 

Single DIP Meter handles 1, 2, 3 or 4 wells 

Reduced OPEx 

24/7 Real-Time Production Data 

Enhanced Asset Management & Strategy 

Improved Well Analysis & Optimization 

High Turndown: large production range accuracy 

Reduced Project Cost: 
- Engineering, Manufacturing & Transportation 

Diminished Yearly R&M Costs 

Reduced CAPEx 

Condensed On-Site footprint 

Minimized Carbon footprint: 
- Manufacturing, Transportation & Commissioning 

Condensed On-site footprint 

Improved Resource Management 

No Venting / No Emissions 
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A Comparison: Real-Time DIP MPFM vs Intermittent Test Separator - Four Months 

Real-Time Flow Intelligence Canadian Made 

What DIP Measures 
Primary 

Gas flow rate 

Sand flow rate
 (in development) 

Oil flow rate 

Water flow rate 

Additional 
Flow velocity 

Watercut 

GVF 

Density 

Field Proven 

https://www.trueflowtech.ca
https://info@trueflowtech.ca

